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1.	 Keycoat – Pro Grip Keycoat + Basecoat (kit)	

2.	 Adhesive – Pro Grip Cladding Adhesive

3.	 Cladding Tiles	

4.	 Grout – Pro Grip Water Repellent Grout

5.	 Joints  Polyurethane Sealant and Backing Cord–



FOR TECHNICAL SUPPORT VISIT
www.ezeetile.co.za

PRO GRIP CLADDING  
Is a polymer modi�ied light coloured cement based tile adhesive designed 

for installing extra-large format (>600 mm x 600 mm), heavy natural stone, 

porcelain and cement based tiles, to all pre-primed surfaces. 

PRO	GRIP	CLADDING	ADHESIVE is suitable for permanently wet areas as 

well as interior and exterior applications. This product has exceptional 

anti-slip properties, an extended open time and excellent workability.

PRO GRIP BASECOAT & KEYCOAT 
PRO	GRIP	BASECOAT is a specially formulated cement-based compound 

designed to be used in combination with PRO	GRIP	KEYCOAT for surface 

preparation prior to the installation of tiles. This product is particularly 

recommended for the priming of the following types of substrates:

						i. Extremely smooth, dense surfaces e.g. power-�loated screeds

						ii. Excessively porous surfaces e.g. concrete bricks

						iii. Non-porous surfaces e.g. steel

						iv. Flexible surfaces e.g. wood

						v.	Surfaces that have been previously coated by a paint or bitumen.

PRO GRIP WATER REPELLENT GROUT 
Is a specially formulated grouting compound with exceptional water 

repellent properties, making it ideal for use in permanently wet as well as 

underwater conditions, i.e. swimming pools and showers. This product 

includes MILDEW BLOCK which actively protects against the growth of 

algae and mildew.

INSTALLATION 
SPECIFICATION FOR

CLADDING TILES


	Page 3
	Page 4

