
- Please read these instructions before installing. 

- Do not roll boxes as this will result in chipped edges.

Installation Guide 

Important

 Step 1:

      •   Do not tile on old floor coverings like vinyl tiles before consulting with your 
         tile supplier.

 

Step 2:
• Purchase enough tiles to cover the required area, adding an additional 10% 
  for cuttings and breakages. 
• Make sure all boxes have the same batch details.
• Check the tiles for any defects before installation.
• Mix tiles from 4 to 5 boxes as you commence tiling - continue with the 
  same process to completion.
• No claims will be entertained once tiles have been laid.
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 Step 3:
• 
  spacers  and leveling wedges 
-  the recommended tile spacing is provided by the manufacturer on  
    the box.
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Recommended Layout Solutions



Step 4:
• Mix and apply your adhesive as per the manufacturer’s instructions using the
correct size notched trowel.
• Do not exceed the adhesive manufacturer’s  recommended open time when applying

the adhesive.
• Do not butt join tiles.

• All tiles must be fully bedded by applying even pressure to the tile surface as they 
are laid and moved into position.
• Remove excess adhesive once bedded.

•  tiled to allow for 

grout, extending from the tile to the substrate.
• Avoid walking on the floor while the adhesive is curing.

Step 5:
• Once the adhesive has set, apply the grout as per the manufacturer’s instructions.
• Once the grout is dry, the tiled area can be cleaned with a suitable adhesive
removing agent and cleaner.
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